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Features & Applications

Xeno Series large sized Two shaft shaft shredders/Rotor shears are equipped with big power motors and
high torque gears for pre-shredding of big gquantity and volumes of various waste material such as

Options:
# Motor power and gears size optional
# Hydraulic crammer for pressing material

& Hydraulic drive instead of electrical drive
® Rotary screen is available for GXT40

Applications:
* Metal drums ~ *® Steel scrap ® Aluminum profiles ® Aluminum castings

# Plastic drums ® Bulk plastics # Electrical equipment ® Electronic scrap
# Tires and rubber *® Paper industry waste ® Wood waste ® efc




Samples

X1800 with crammer




Technical data Xeno Two shaft shredders [

Dimension (LAWTH) (mm) 4730 X 2210 X 2825 4245 X 2260 X 2600
Chamber size (mm) 1300 X 878 1600 X 878
Discharge height {mm) 1250 1250
Rotation diameter {mm) ©514 ®514
Rotation speed (rpm) 75~145 7.5~145
Mumber of blades (pes) 26 32
Blades thickness (mm) 50 50
~ Drive power (Kw) 37437 45445
Hopper volume (L) 1700 2000
Weight (Kg) Approx 11000 Approx 14500

Dimension (LAW/H) (mm) 6060 X 2400 X 3750 G360 ¥ 2400 X 3750
Chamber size (mm) 1500 X 1440 1800 X 1440
Discharge height {(mm) 1400 1400
Rotation diameter (mm) ©800 ©BE00
Rotation speed (rpm) 5.5~10 55~10
Number of blades (pcs) aonzo 3I624
Blades thickness {mm) 50675 SOMTS
Dirive power (Kw) 110-180 110~220
Hopper volume (L) 3600 4060
Weight (Kg) Approx 24000 Approx 27000

Subject to technical ehanges without notice
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